Manual
Chain Hoist

CX Model
250 kg

The Small One
lightweight,
. compact, and
228 impact resistant

Aluminium body
only 2,4 kg net weight

Overload limiter
protection against
accidental overloading

> Load chain with
small chain pitch
precise lifting

movements
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D-40549 Diisseldort Safety casing / Wide hook opening
Tel. + 49 (0) 211 - 5280 09 - 0 with counter-sunk bolts { T top and bottom hook
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Hook latch with safety tip

Nickel plated load chain [
grade 100 (V) (1000 N/mm2),
in accordance with standard

(LR, 13430 [ 3 EN818-7

Mit Sicherheit das Original

CX003
a 88
b 84
(o 217 c
Dimensions d 53
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S 32
t 11
Technical data
Type CX003
Capacity, kg 250
Standard lift, m 2,5
Hand chain folded length, m 2,0
Hand pull to lift full load, daN 14,7
Chain pulled to lift load 1 meter, m 33,8
Load chain diameter, mm 3,2x9,0
Chain fall 1
Net weight, kg 2,4
Test weight, kg 380
Weight for additional 1 m lift, kg 0,4
Disclaimer: Contact
KITO does not assume liability for inappropriate usage of products. Kito Europe GmbH / Heerdter Lohweg 93 / D-40549 Diisseldorf
Operating instructions must be followed at all times. Tel. +49 (0) 211 /52 80 09 - 0/ Fax +49 (0) 211 / 52 80 09 - 59

Subject to technical change, misprint and errors. info@kito.net / www.kito.net



